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FY 2008 Accomplishments [for “Center”section of report]
 Atomic layer deposition (ALD) was used to prepare high surface area Pt-loaded CAs 

materials that exhibited 1.2 wt% H2 uptake at room temperature and 100 bar. Hydrogen 
adsorption measurements were performed by Hydrogen Sorption CoE members at 
Caltech.

 Novel CA scaffolds with large pore volumes and containing dispersions of carbon 
nanotubes were used in the preparation of a CA/LiBH4 nanocomposite that showed a 
decrease in hydrogen desorption temperature relative to bulk LiBH4. Work performed in 
collaboration with Metal Hydride CoE members at HRL Laboratories.
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Partner Approach
This effort is focused on the design of new nanostructured carbon-based materials that meet 

the DOE 2010 targets for on-board vehicle hydrogen storage. Carbon aerogels (CAs) are a unique 
class of porous materials that possess a number of desirable structural features for the storage of 
hydrogen, including high surface areas (over 3000 m2/g), continuous and tunable porosities, and 
variable densities. In addition, the flexibility associated with CA synthesis allows for the 
incorporation of modifiers or catalysts into the carbon matrix in order to alter hydrogen sorption 
enthalpies in these materials. Since the properties of the doped CAs can be systematically 
modified (i.e. amount/type of dopant, surface area, porosity), novel materials can be fabricated 
that exhibit enhanced hydrogen storage properties. We are using this approach to design new H2
sorbent materials that can storage appreciable amounts of hydrogen at room temperature through 
a process known as hydrogen spillover. The spillover process involves the dissociative 
chemisorption of molecular hydrogen on a supported metal catalyst surface (e.g. platinum or 
nickel), followed by the diffusion of atomic hydrogen onto the surface of the support material. 
Due to the enhanced interaction between atomic hydrogen and the carbon support, hydrogen can 
be stored in the support material at more reasonable operating temperatures. While the spillover 
process has been shown to increase the reversible hydrogen storage capacities at room 
temperature in metal-loaded carbon nanostructures, a number of issues still exist with this 
approach, including slow kinetics of H2 uptake and capacities (~1.2 wt% on carbon) below the 
DOE targets. The ability to tailor different structural aspects of the spillover system (i.e. the 
size/shape of the catalyst particle, the catalyst-support interface and the support morphology) 
should provide valuable mechanistic information regarding the critical aspects of the spillover 
process (i.e. kinetics of hydrogen dissociation, diffusion and recombination) and allow for 
optimization of these materials to meet the DOE targets for hydrogen storage.
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In a parallel effort, we are also designing CA materials as nanoporous scaffolds for metal 
hydride systems. Recent work by others has demonstrated that nanostructured metal hydrides 
show enhanced kinetics for reversible hydrogen storage relative to the bulk materials. This effect 
is diminished, however, after several hydriding/dehydriding cycles, as the material structure 
coarsens. Incorporation of the metal hydride into a porous scaffolding material can potentially 
limit coarsening and, therefore, preserve the enhanced kinetics and improved cycling behavior of 
the nanostructured metal hydride. Success implementation of this approach, however, requires the 
design of nanoporous solids with large accessible pore volumes (> 4 cm3/g) to minimize the 
gravimetric and volumetric capacity penalties associated with the use of the scaffold. In addition, 
these scaffold materials should be capable of managing thermal changes associated with the 
cycling of the incorporated metal hydride. CAs are promising candidates for the design of such 
porous scaffolds due to the large pore volumes and tunable porosity of aerogel framework. This 
research is a joint effort with HRL Laboratories, a member of the DOE Metal Hydride Center of 
Excellence. LLNL’s efforts have focused on the design of new CA materials that can meet the 
scaffolding requirements, while metal hydride incorporation into the scaffold and evaluation of 
the kinetics and cycling performance of these composites is performed at HRL. 

Partner FY 2008 Results
 Hydrogen dissociation catalysts (Ni and Pt) have been incorporated into activated CAs 

with different surface areas through a metal impregnation process. The Pt-doped CA 
material with BET surface area of ~2400 m2/g exhibited 1.2 wt% H2 uptake at room 
temperature and 100 bar. Hydrogen adsorption measurements were performed by HSCoE 
members at Caltech.

 Atomic layer deposition (ALD) was used to prepare Pt-loaded CAs materials (see Figure 
1) that exhibited 1.2 wt% H2 uptake at room temperature and 100 bar (see Figure 2). 
Hydrogen adsorption measurements were performed by HSCoE members at Caltech.

 Improved methods have been developed for the fabrication of CA scaffolds that possess 
both large pore volumes (> 2.6 cm3/g) and small average pore sizes (< 15 nm). 

 Novel CA scaffolds containing dispersions of carbon nanotubes (see Figure 3) were used 
in the preparation of a CA/LiBH4 nanocomposite that showed a decrease in hydrogen 
desorption temperature relative to bulk LiBH4. Metal hydride incorporation and desorption 
measurements were performed by MH CoE members at HRL Laboratories.

Partner FY 2009 Plans
Based on the promising results from FY08, we will continue to investigate atomic layer 

deposition (ALD) for the design of new spillover systems with improved H2 uptake and kinetic 
performance. In FY08, we demonstrated that ALD can be used to incorporate catalytic metal 
nanoparticles into our high surface area CAs and that these Pt-doped materials exhibit spillover 
behavior at room temperature. One of our goals for FY09 will be to use the ALD process to 
determine the optimal size, morphology and distribution of the dissociation catalyst for enhanced 
hydrogen sorption by the spillover process. In addition, we will investigate the incorporation of 
alternative dissociation catalysts, such as Ni or Ru, using the atomic layer deposition. Another 
critical aspect of spillover materials is the structure of the support material. Therefore, we will 
also continue optimization our high surface area CA supports, both in terms of porosity and 
surface chemistry, to improve the capacity and kinetic performance of these sorbants. The room 
temperature hydrogen uptake behavior of these metal-doped CAs will be evaluated to determine 
the influence that the catalyst dispersion and support morphology have on the thermodynamics 
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and kinetics of hydrogen spillover in these materials. These studies will be performed with 
HSCoE members at CalTech. We will also initiate mechanistic studies of hydrogen spillover in 
these materials using advanced NMR techniques in collaboration with HSCoE members at the 
University of North Carolina. With this approach, we can optimize the performance of these 
spillover materials to meet the DOE targets for hydrogen storage.

For the scaffolding effort, we will focus on the preparation of new CA structures that possess 
both large pore volumes (up to 4 cm3/g) and small pores sizes (10 nm or less). The flexibility 
associated with the aerogel synthesis will allow us to design new CA materials with the desired 
pore volumes and pore diameters. In FY08, we were able to prepare new CAs that retained the 
large pore volumes (~2.6 cm3/g) of our original scaffolding materials, but possessed much smaller 
average pore sizes (~15 nm) than those original materials. Building on this progress, our efforts in 
FY09 will be focused on further improvements to the scaffold structure, both in terms of porosity 
and thermal conductivity. Our approach to improve the thermal transport properties of these 
materials is to prepare CA composites with a second material that exhibits superior thermal 
conductivity, such as carbon nanotubes (CNT). CNTs possess high thermal conductivities (>1500 
W/m K) and, due to their extremely high aspect ratios (100 to 1000), only small volume fractions 
(~0.01) are needed to create a percolation network within the CA scaffold. In FY08, we were able 
to fabricate novel CA-CNT nanocomposites that exhibited enhanced thermal conductivities 
relative to the pristine CA materials. Performance evaluation of these CA materials as scaffolds 
for metal hydrides will be performed by MHCoE members at HRL Laboratories. As the CA 
scaffold structure evolves, our efforts will focus on the homogeneous incorporation of 
destabilizing agents and catalysts, such as Ni or Ti, into the scaffold structure to facilitate the 
hydriding and dehydriding processes. We will also develop methods for controlling the surface 
chemistry of the CA to improve the wetting behavior of metals, such as Mg, in these materials.
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Figure 1. Transmission electron micrograph of an activated carbon aerogel (BET surface area ~ 
2200 m2/g) containing a dispersion of crystalline platinum nanoparticles prepared by atomic layer 
deposition. 

Figure 2. High-pressure hydrogen isotherm at 298 K for a platinum-doped activated carbon 
aerogel (BET surface area ~ 2200 m2/g) prepared by atomic layer deposition.  
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Figure 3. Scanning electron micrograph of a carbon aerogel scaffolding composite containing an 
8 wt% dispersion of double-walled carbon nanotubes.


